
Product Overview: Insulation
ISOLAIR L sarking board

PAVATEX wood fi bre board for breathable 
roof & wall constructions

Size: 770 x 2500 mm
Cover area: 750 x 2480 mm
Thicknesses: 22, 35 & 60 mm
k-value / λD: 0.047 W/(mK)
Density: 240 kg/m3

PAVATEX DIFFUTHERM external wall insulation 
Wood fi bre board for rendered external wall 
insulation 

Size: 790 x 1300 mm
 Reveal board: 600 x 1200 mm
Thicknesses: 60, 80 & 100 mm
k-value / λD: 0.044 W/(mK)
Density: 180 kg/m3

PAVATHERM-PLUS sarking board
Composite wood board for roof & wall 
insulation

Size: 780 x 1580 mm
Thicknesses: 60, 80 & 100 mm
k-value / λD: 0.044 W/(mK)
Density: 180 kg/m3

Compr. strenght:  >70 kPa (at 10 % compression)

PAVADENTRO internal wall insulation
Innovative wood fi bre insulation board for 
refurbishment

Size: 600 x 1020 mm
Cover area: 590 x 1010 mm
Thicknesses: 60, 80 & 100 mm
k-value / λD: 0.042 W/(mK)
Density: 180 kg/m3

PAVATHERM general purpose insulation board
Universal wood fi bre board for use in 
external & internal walls, fl oors & roofs

Sizes: 600 x 1020 &
 1200 x 2050 mm
Thicknesses: 20 -100 mm
k-value / λD: 0.038 W/(mK)
Density: 140 kg/m3

PAVABOARD load bearing insulation
Wood fi bre board for highly insulated fl oors 
that have to carry loads

Size: 600 x 1020 mm
Thicknesses: 40 & 60 mm
k-value / λD: 0.046 W/(mK)
Density: 210 kg/m3

Compr. strenght:  >150 kPa (at 10 % compression)

PAVATHERM-FLOOR-NK wall & fl oor board
Wood fi bre board for insulating fl oors or 
internal walls with plaster 

Size: 600 x 1020 cm
Thicknesses: 40 & 60 mm
k-value / λD: 0.044 W/(mK)
Density: 180 kg/m3

Compr. strenght:  >70 kPa (at 10 % compr.ession)

PAVATEX accessories
NBT provides the full range of PAVATEX 
accessories & complementary products:

• PAVATAPE incl. waterbased/solvent primers  
 (for junctions on walls & roofs)

• PAVATEX cutting blades & knives
• PAVATEX system glue (for sarking boards)
• etc.

NBT Hemp Batts
Flexible hemp insulation batts for loft, walls, 
fl oors & ceilings

Size I: 385 x 1200 mm
Size II: 575 x 1200 mm
Thicknesses: 50, 75, 100 & 140* mm
k-value / λD: 0.040 W/(mK)
Density: 40 kg/m3  * only size II

NBT Warmcel 100 cellulose fi bres 
Loose fi ll derived from waste UK newsprint 
treated with fi re retardant and biocidal 
additives

Packaging: Bags of 8 kg (compressed)
Cover area: e.g. 1 m2 at 228 mm
k-value / λD: 0.035 W/(mK)
Density: 35 kg/m3

ISOLAIR L, all PAVATHERM products, PAVATEX DIFFUTHERM & NBT Hemp Batts are certifi ed by natureplus. This testifi es to excellent natural & ecological compatability.
PAVATEX wood fi bre insulation boards are manufactured in Switzerland according to BS EN 13171, have the CE marking and are monitored by 3rd parties.
NBT Hemp Batts are manufactured in Poland according to ETA-06/0040 Z-23.16-1598, have the CE marking & are monitored by 3rd parties. 
NBT Warmcel 100 is manufactured in the UK according to prEN 15101 & has the CE marking.
The following applies to all PAVATEX products: Specifi c heat capacity c = 2100 kJ/(kg•K), Euroclass E (according to BS EN 13501-1), vapour resistivity μ = 5 (25 MNs/gm)
The following applies to NBT Hemp Batts: Specifi c heat capacity c = 1700 kJ/(kg•K), Euroclass D-s3,d0 (according to BS EN 13501-1), vapour resistivity μ = 2 (10 MNs/gm)
The following applies to NBT Warmcell 100: Specifi c heat capacity c = 1700 kJ/kg•K), Euroclass E (according to BS EN 13501-1), vapour resistivity μ = 1.86 (9.3 MNs/gm)
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Natural Building Technologies Ltd.

The Hangar, Worminghall Road
Oakley, Bucks, HP18 9UL
Tel:  +44 (0)1844 338338
Fax:  +44 (0)1844 338525
email:  info@natural-building.co.uk
web: www.natural-building.co.uk

Your business development manager is happy to give 
professional advice:

CERTIFICATE No 07/4448




